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Te meccommodate one domestic meter ond regulatar DOCR DOOR METER CABINET
whare tha consumption wlll not exceed 300 cu. ft par hour.... .. e e 247 ... 30"........ ....1g"

(For each additional meter, add 15" to width of the door)

To accornmadata a haader of 5 to 15 mMaEtErT.iii s s s
Ta accarmmadaote a heoder of 16 or mare meters..... 25%
To accommodate one meter and regulator for

hotels, apartments, houses and simflar buildings,

where the consumptions will not exceed —

4Q0 cubic fest par hour.... 26° 347 . 18"
5300 cuhie feet per hour.... ae° 4q® . 207
900 cubie feet per hour.... 3B" 42" . oo”
1500 CUDIC TEEt PEM MO vt isssarrrrss it srissasrerrrttesr sinasasrrersnine 15 R 48" e ireeenn 22"

When gas meters are set above each other allow thirty inches (30) in height for the first row of
meters, and for each additienal row allow twenty—four inches (24™) to the height and not to exceed

faur (4) rows of meters, alsa allaw thirty—six nehea [36°) in width far the firat meter and regulater, and
far each additional meter add fourteen inches (14") to the width. These are all inside mensurements

Enclesure may be external or built into kuilding structure,
Whan meter rack exceeds three (3) In helght a 48° wide concrete slab (6 required for the entire length of the rack.
Vents will be ingtalled within 24" of the bottom and within 127 af tha top of the cabinet

HOUSE PIPING; The inlet connections for service house pipings for any building shall extend net mere than

four Inches [4°) and a minfmum of two Inches (27} Into the space provided for the gos meter and shall be
\ccaotad sixtaen inchas (167) above the finishad flaor and twanty inches (207) from tha Ieft wall of tha gos
metar enclosura. Where two or more systems of houss qas plping are Installed n the same bullding the Inlats
shall ba fourtean Inches {14™) apart, spaced horizontally and shall be ploinly markad with tags, ar otharwise, to
designote the systems. Wherever It Is necessary to Install meters over each other, the Inlet connections to the

house piping shall be spaced twenty—four inches (24°) apurt verticully wnd sha\l not exceed faur meters in height.
(Reference Drawlng: A—985)

This information is available by request to the Long Beach Energy Engineering and Construction Bureau at
(562) 570-2085 or Visit our website at www.lbenergy.org
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